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L E D  L I G H T I N G  S O L U T I O N S

LIGHTING
THE LED

REVOLUTIONTM

Tomorrows Lighting Today

LRP38™
- 600 Lumens, 12W, 240V
- 92 CRI at 2700K
- Non-Dimmable
- Cutout Ø140mm
- Designed to last 50,000hrs

LR150-2000™
- 2000 Lumens, 31W, 240V
- 90 CRI at 3000K or 4000K
- Dimming 5% with DALI or 1-10V
- Cutout Ø150-160mm
- Designed to last 50,000hrs

LR200-2000™
- 2000 Lumens, 27W, 240V
- 90 CRI at 3000K or 4000K
- Dimming 5% with DALI or 1-10V
- Cutout Ø190-210mm
- Designed to last 50,000hrs

CR24™ Troffer
Dimensions: L 1195 x W 595 x H 125mm
Standard Options:
- Lifetime min. 50,000hrs, 5 Year Warranty
2200 Lumens   22 Watts (100 LPW)
4000 Lumens   44 Watts (90 LPW)
5000 Lumens   50 Watts (100 LPW)
High Efficacy Option:
- Lifetime min. 75,000hrs, 7 Year Warranty
4000 Lumens  36 Watts (110 LPW)

CR14™ Troffer
Dimensions: L 1195 x W 295 x H 125cm
Standard Options:
- Lifetime min. 50,000hrs, 5 Year Warranty
2200 Lumens   22 Watts (100 LPW)
4000 Lumens   44 Watts (90 LPW)
5000 Lumens   50 Watts (100 LPW)
High Efficacy Option:
- Lifetime min. 75,000hrs, 7 Year Warranty
4000 Lumens  36 Watts (110 LPW)

CR22™ Troffer
Dimensions: L 1195 x W 595 x H 125mm
Standard Options:
2000 Lumens   22 Watts (90 LPW)
3200 Lumens   35 Watts (90 LPW)

LR6-650™
- 650 Lumens, 12W, 240V
- !92 CRI at 2700K or 3500K
- Dimmable to 20%
- Cutout Ø165mm
- Designed to last 50,000hrs

LR6-LP1000™ NEW
-1000 Lumens, 12.5W, 240V
NEW LOW PROFILE VERSION
- ! 90 CRI at 2700K/3500K or 4000K
- Dimmable to 20%
- Cutout Ø165mm
- Height 100mm
- Designed to last 50,000hrs

CR100-SR™
- Shallow Recessed Lens
- 650 Lumens, 11.5W, 240V
- 90 CRI at 3000K
- Dimmable to 20%
- Cutout Ø80-95mm
- Designed to last 50,000hrs

CR100-DR™
- Deep Recessed Lens
- 600 Lumens, 11.5W, 240V
- >90 CRI at 3000K
- Dimmable to 20%
- Cutout Ø90-100mm
- Designed to last 50,000hrs

 

 
CREE Downlights CREE Luminaires

CREE Lamps
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Unit 2/1 Field Close Moorebank NSW 2170
PO Box 61 Glenfield NSW 2167
Tel: 1300 408 884 | (02) 9734 8400
Fax: (02) 9734 8411

Emails
Sales: sales@ledaustralia.com.au
General: info@ledaustralia.com.au
Accounts: accounts@ledaustralia.com.au

Queensland Office
ABN: 37 149 183 755

Postal: PO Box 973 Aspley QLD 4034
Contact: Peter Fry Ph: 0403 205 116
peter@ledaustralia.com.au 

Victoria Office
ABN: 68 152 162 162

Postal: PO Box 4090 Narre WarrenSouth VIC 3805
Contact: Adam Germaine Ph: 0418 954 228
adam@ledaustralia.com.au

Banking Details
Please post Cheques to:
P.O Box 61 Glen•eld NSW 2167

DIRECT/DEPOSIT:
WESTPAC BSB: 032379 | Account: 209904

CREE TRUEWHITE® TECHNOLOGY 
Delivering the industry’s best
LED light quality and energy efficiency

Published Sep, 2011
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New CR Series
Architectural Troffer

CR22™

CR14™

CR24™

• Room-side Heat Sink • 90 CRI 
• CCT: 3500K, 4000K 
• Step Level Dimming to 50% /1-10V- D
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GU10 / MR16 - 10W
Replacement for 35W Halogen
GU10 10W -  LA/1227
- 270 Lumens (3000K) 385 Lumens (6500K)
MR16-10W -  LA/1228
- 350 Lumens (3000K) 450 Lumens (6500K)

- Beam Angle 36° | Life 25,000hrs

LED Light Globe - 7W
- Input : 100~120 Vac / 220~240Vac
- Power Consumption : 7W
- Available in Cool White or Warm White
- Luminous flux : 300 lm / 380 lm
- Dimmable: Optional | Life 50,000hrs

T8 LED Tubelamp
LA/1237: Single Sided - 4000K/6500K
2ft: 11W, 800lm(Frosted) 900lm(Clear)
4ft: 20W, 1500lm(Frosted) 1600lm(Clear)
5ft: 24W, 1700lm(Frosted) 1850lm(Clear)

LA/1238: Double Sided  - 4000K/6500K
2ft: 15W, 1100lm(Frosted) 1200lm(Clear)
4ft: 20W, 1500lm(Frosted) 1600lm(Clear)
5ft: 24W, 1700lm(Frosted) 1850lm(Clear)

Beam Angle 120° | Life 50,000hrs | Warranty 3yrs
Emergency LED Tubelamp also available

G50 KIT 15.5W
50W Halogen Replacement
KIT includes G50 lamp, Power Supply & Fitting

- 700lm (3000K), 750lm (4000K), 15.5W
- >80 CRI at 3000K or 4000K
- Beam Angle 30° or 60°
- Designed to last 35,000hrs

G20 KIT
20W Halogen Replacement
KIT includes G20 lamp, Power Supply & Fitting

- 510 Lumens, 7.5W, 12V DC
- Colour Temp 3000K/4000K or 5400K
- Beam Angle 36°
- Designed to last 70,000hrs

Avoca
- 850 Lumens, 13W, 100VAC-250VAC
- Colour Temp 3000K or 5000K
- Beam Angle 120°
- Designed to last 50,000hrs
- Replacement for 2 x 13 CFL Downlight

The Brooklyn 1.2W
Swivel Head & Fixed Head
- 1.2W, 350mA Constant Current
- CRI >80 at 3000K or 5400K
- Beam Angle 30°
- Designed to last 30,000hrs

Kenthurst 6.8W
- 280 Lumens, 6.8W, 24V DC
- Colour Temp 3000K & 4000K
- Easy Plug & Play connection
- Designed to last >20,000hrs

 

G50 Lamp
Dim/Non-Dim
Power Supply

Downlight Fitting
(many options available)

Recess Downlights

Replacement Lamps

Cabinet & Display Lighting

LED Flood Light IP65
- 30W (2160Lm)
- Available in Cool White or Warm White
- Available in Black and Silver
- Beam Angle 80°
- Designed to last over 30,000hrs

LED Flood Lights

Linearlight Flex - 9.9m
- 2715 Lumens, 72W, 24V DC
- Colour Temp 3000K/54000K/Red/
   Yellow/Green/Blue
- Beam Angle 120°
- Designed to last 50,000hrs

Botany Maxi - 500mm
Weatherproof IP65
- 7.2W, 12V DC
- 300 Lumens (3000K)
- 360 lumens (6000K)
- Beam Angle 120°
- Designed to last 30,000hrs

Weatherproof Flex - IP67
- Colour Temp 3000K/4000K/6000K/Blue
- Beam Angle 120° | Life 50,000hrs

(1) 9.9m - 72W, 24V DC, 495 LEDs per reel
     Smallest Unit Size: 100mm x 11mm (5 LEDs)
(2) 6m - 24.5W, 24V DC, 200 LEDs per reel
     Smallest Unit Size: 150mm x 11mm (5 LEDs)
     Also available in Red(36W),  Yellow(36W) and Green(24.5W)

RGB Colour Change Flex
- Beam Angle 120° | Life 50,000hrs | 200 LEDs

(1) 4m - 72W, 24V DC, 1700lm
     Smallest Unit Size: 100 x 8 x 2.2mm (5 LEDs)
(2) 6m - 39W, 24V DC, 1075lm
     Smallest Unit Size: 150 x 8 x 2.2mm (5 LEDs)
- Must operate with RGB controller and power supply to suit

The Projector - 1m
- 18W/m, 24V DC
- IP65 Weatherproof
- Available in Warm White/Cool White & RGB
- Designed to last 50,000hrs

 Strip Lighting & Flexible LEDs

The Darlinghurst 1.2W
Indoor/Outdoor IP20
- 1.2W, 350mA constant current
- 22.7 Lumens
- Colour Temp 5400K
- Beam Angle 40.7°
- Designed to last 30,000hrs

Tall Recessed Wall Light - 2W
- 2W, 12V AC/DC
- Warm White
- Available in White & Silver
- Also available in Square version
- Designed to last 30,000hrs

The Portsea - 1.2W
Weatherproof IP65
- 1.2W, 350mA
- Compact size, surface mounted
- Silver Anodised/316 Stainless Steel
- Designed to last 50,000hrs

Westgate - Up/Down Wall Light
Weatherproof IP65
- 240V 50Hz
- Retrofitted with 2 x 3W GU10 LED Lamp
- Available in Cool White or Warm White
- Aluminium Black/304 Stainless/316 Stainless

Recessed Wall Light 1.5W
Weatherproof IP54
- Available in Round and Square version
- 20 LED diodes in Cool White colour
- Input 240V~50/60Hz
- Available in Black and Silver fixture
- Designed to last 20,000hrs

Single Adjustable Wall Light
Weatherproof IP65
- 240V 50Hz
- Retrofitted with a 3W GU10 LED Lamp
- Available in Cool White or Warm White
- Aluminium Black/304 Stainless/316 Stainless
- Also available in Fixed version

 
LED Wall & Step Lights

LED Signage

LA/1100

LA/1101

LA/1102

G10 Kit - 8W/GU10
Complete with 8W GU10 LED Lamp, GU10
Lamp Holder and Fitting

- Replacement for 35W Halogen
- Warm White 3000K (270 Lumens)
- Daylight 6500K (385 Lumens)
- Beam Angle 36°
- Designed to last more than 25,000hrs

LA/1103

LA/1503
LA/1504
LA/1505

LA/1001

LA/1017

LA/1014

LA/1013

Rockdale Mini - 420mm
Weatherproof IP65
- 3.4W, 12V DC
- 130 Lumens (3000K)
- 160 lumens (6000K)
- Beam Angle 120°
- Designed to last 30,000hrsLA/1012

LA/1011

LA/1302 | LA1303

LA/1300

LA/1237/1238

LA/1226

LA/2900

LA/2901

LA/2902

Recessed Sealed 
Satin Silver IP65
70mm Ø Cutout

Silver Round
Tilt Fitting

80-90mm ØCutout

Silver Square
Tilt Fitting

80-90mm ØCutout

Satin White/Chrome
Square Tilt Fitting
86mm Ø Cutout

Polished Chrome
Square Tilt Fitting
90mm Ø Cutout

LA/3002/3003 LA/3004LA/3000 LA/3001

LA/3008 LA/3009

LA/3005

LA/3006 LA/3007

White Round
Tilt Fitting

80-90mm ØCutout

White Square
Tilt Fitting

80-90mm ØCutout

Satin Chrome
Tilt Fitting

70mm Ø Cutout

 Matt White
Tilt Fitting

90mm Ø Cutout

G50 Fittings

LA/1106

LA/2700

LA/1600

LA/1604

LA/1618/19

LA/1603

LA/1235

LED Security Light 38W
- 38W | Cool White (1,600Lm)
- Outdoor Usage
- CRI > 65, High Power LED Array
- Beam Angle 120°
- 240° detecting range, 12m max. detecting range
- Designed to last 25,000hrs
- 38W LED replaces 140W Halogen, 25 times
  longer life and 73% Energy Saving

OSRAM
Dimmable

PHILIPS
Dimmable

LA/1236

LED Par 30 - 12W
- Power Consumption: 12W
- E27 Base | IP54 Compliance
- Warm White (380lm) Cool White (400lm)
- Dimmable: Yes | Beam Angle 60°/120°
- Designed to last 20,000hrs

LED Par 38 - 18W
- Power Consumption: 18W
- E27 Base | IP54 Compliance
- Warm White (500lm) Cool White (550lm)
- Dimmable: Yes | Beam Angle 60°/120°
- Designed to last 20,000hrs

PHILIPS MASTER 12V
7W - Replacement for 35W Halogen
MR16 (LA/1231)
- 3000K (Warm White) 4200K (Cool White)
- Beam Angle 36° | Life 40,000hrs

10W - Replacement for 50W Halogen
MR16 (LA/1233)
- 3000K (Warm White) 4200K (Cool White)
- Beam Angle 36°/60° | Life 30,000hrs

Bayview Series - Backlight 12V
Weatherproof IP66
- 0.5W/0.75W/0.96W
- Consists of 25 modules per chain
- Available in White/Red/Green/Blue/Amber/
  RGB Colour Change LEDs
- Beam Angle 120°
- Min order 25 modules
- Designed to last 50,000hrs

Replacement for
T8 Fluorescent
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LED Work Light IP65
Portable/Single/Twin Fixture Head
40W: Warm White (1800Lm), Cool White (2,000Lm)
80W: Warm White (3,600Lm), Cool White (4,000Lm)
- CRI > 80, High Power LED Chip
- 80W LED replaces 500W Halogen, 25 times
  longer life and 85% Energy Saving


